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Scanning Mode Setting

Manual Trigger

Push the trigger button to start reading, release the trigger button to end reading

Continuous Scanning Mode
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Manual Trigger Mode

Scan below QR code, the scanner becomes continuous scanning mode to work , no

need manual trigger operati

Sound Indicator

Scan below QR code to turn
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Sound Volume
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Continuous Scanning Mode

on/off the sound indicator

There are three options for sound volume
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High(Default)
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Medium Low

Restore Factory Default Setting

Scan below QR setting code, the scanner will be restored to factory default setting.
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Restore Factory Default Setting

Default Configuration: Interface: USB
Operating way: Manual Trigger
Ending character: Enter

Reading Version Information
Scan below QR code to get version information of this scanner.
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Version Info.

Auto-sensing Mode

Scan below QR code, the scanner enters into auto-sensing mode.
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Auto-sensing
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LED Light Setting

Light provides an assistant function for bar code reading. Users could set the light
configuration as follow according to application circumstance

Normal mode(Default): The light works on only when the scanner is reading.

The light is working on always: the light is always on once the scanner is power on
The light is working off always: the light is always off under any circumstance
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Light on(Reading) Light on(Always)

Language Setting

Due to different output characters in different countries, it will need to configure the
keyboard language accordingly. Defaultis America English
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American English

German
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French
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Russian

Interface Configuration
USB Interface

When you want to connect the scanner with devices by USB cable, you could scan below
QR code to configure the scanner for standard keyboard mode
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USB COM(Virtual COM)

When you want to connect the scanner with devices by USB cable, you could scan below
QR code to configure the scanner for virtual COM output mode(It will need driver, please
contact your supplier to make the driver installation)
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Virtual COM

COM(RS-232)

When you want to connect the scanner with device by RS-232 interface, you need to
match the same configuration between the scanner and device, default COM interface
configuration: 9600 Baud rate, 8 bit data, No check bit, 1 stop bit.
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Aiming Light Setting

The aiming light can assist users to find the best reading distance of scanner. Users could
choose one of aiming light settings by scanning below QR code

Normal(Default): The scanner beam aiming light when user press the operating button of
scanner to read

Always on: Once scanner is power on, the aiming light is on

Always off: The aiming light is off under any circumstance
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Normal Mode

O]
=

Always ON
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Always OFF
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Spanish Portuguese
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Dutch Virtual Keyboard
Only for Windows




Bar Code Types Reading Ability Configuration

Scan below QR code to allow or forbid reading certain type of barcode. Butin this situation
(Read all 1D/2D barcode), the speed of decoding may slow down. lItis better to choose the
code types that you need to improve the decoding speed
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Read all 1D Barcode
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Read all 2D Barcode Disallow reading 2D barcode

UPC/EAN
UPC-E to UPC-A
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Allow

*Forbidden

UPC-Ato EAM-13

*Forbidden

*#Forbidden

Disallow reading 1D barcode

Ending Character Configuration

Users could configure the ending character by scanning below different QR codes.

EAN-13 Extracode

2-digit Extracode
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Allow

5-digit Extracode
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Environmental Tips
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Environment-friendly use period of this product is 10 years. Climatic
conditions for normal work, storage, and transportation specified in the
technical characteristics of the product.

Assembly Harmful substances

unit name Pb Hg Cd Cr(VI) PBB BDE
Shell O O @) O 0O O
PCB X O O O O O
Cable O O O @) O O
Mstermts O O O O O O

replaced.

This form is prepared according to the provisions of SJ/T 11364.

O : It is indicated that the content of the harmful substance in all the homogeneous

materials of the component is below the limit specified in GB/T 26572.

X : It is indicated that the content of the harmful substance at least in one certain
homogeneous material of the component is beyond the limit specified in GB/T 26572.

Note: 1. Most components in this product use harmless environment-friendly materials, and

due to limited international technology level, some harmful materials cannot be

2. The environmental data for reference are tested in the normal use and storage
environment of this product requirements, such as humidity and temperature, etc.

STX and ETX configuration(Before this setting, you need
cancel ending character)
Scan below QR code to make the STX and ETX configuration accordingly
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*Forbidden

Reading white bar code on black background
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Code 39 Full ASCII
[=] =]
i

Allow

Code 32

(& 450

Allow

Q. Does this barcode scanner need a driver to start?

A. No, itdoesn't need a driver, just plug and play.

Q. How to turn off the sound of this barcode scanner?
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STX+ETX
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*Forbidden

A. Scan the setting code of sound indicator "OFF", then the sound is turned off.

Q. Why are the charaters of barcode uploaded incorrectly?

A. 1.Please check if the keyboard language of barcode scanner is configured same
as the device keyboard language,if not, please set the same keyboard language.

2.Ifthe characters are not contained in ASCII, this barcode scanner cann't read

out correctly.

Q. How can this barcode scanner add suffix or prefix?

A. Itis workable.Please contact supplier for a detail setting steps,which is

not shown in user manual.




