
The scanner has been set well before delivery, please donot casually scan any 

barcode on Quick Guide to test. If abnomal codition occurs after scannning the barcodes 

on Quick Guide, please scan the following "Initialization Settings" barcode.

Initialization Settings

How to Use (Note: please pair in corresponding Mode) 

1. Double click the Bluetooth icon and then the "Devices and Printers" will show.

(Note: similar pairing steps in other Windows systems, please contact our customer service 

for detailed user manual.)

2. First scan "Bluetooth HID Mode" then scan "Match" barcode or press the trigger button 

for 10 seconds, blue and green indicator light flashes and the Bluetooth scanner enters 

to pairing status.

Connect it with your PC's built-in Bluetooth

4. Double click "Barcode Scanner HID", after a sound of "di",Bluetooth connection is done.

3. Click "add a device" and there comes a dialog box that shows "Barcode Scanner HID".

Bluetooth HID Mode Match

Wired and Wireless Mode Switch Automatically

Switch Off Double-click Display / Hide HID Keyboard (IOS)

HID Keyboard Display / Hide (IOS)

Switch On Double-click Display / Hide HID Keyboard (IOS)

1. When the scanner connects to devices (computer, POS machine, etc) by USB cable, it 

switches into Wired Mode automatically, and into charging status at the same time.

2. When the scanner doesnot connect to devices (computer, POS machine, etc) by USB cable, 

it switches into Wireless Mode automatically. (Note: If the scanner cannot switch into 

Wireless Mode automatically, please pair again, refer "How to Use".)

Scan above setting barcode one time to open HID Keyboard (IOS), and scan another time to 

close HID Keyboard (IOS).

After scanning above setting barcode, you can press the scanner button 2 times quickly to 

open HID Keyboard (IOS).

After scanning above setting barcode, you can press the scanner button 2 times quickly to 

close HID Keyboard (IOS).

Inventory Mode

Inventoried Barcode QuantityUpload Inventoried Data

Clear Inventoried Data

Normal Mode 1 Minute 5 Minutes

10 Minutes 30 Minutes

No Sleep Shut Down

High SpeedLow Speed

Virtual COM 

SPP Mode

CR Suffix

CRLF Suffix

LF Suffix

No Suffix

V:W2009

3 1 9 0 0 5 0 1 9 8

Wireless and bluetooth Barcode Scanner
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Assembly 

unit name

Harmful substances

Pb Hg Cd Cr(VI) PBB PBDE

Shell

PCB

Cable

Packaging 

Materials

This form is prepared according to the provisions of SJ/T 11364.

：It is indicated that the content of the harmful substance at least in one certain 

homogeneous material of the component is beyond the limit specified in GB/T 26572.

：1. Most components in this product use harmless environment-friendly materials, and 

due to limited international technology level, some harmful materials cannot be 

replaced.

：It is indicated that the content of the harmful substance in all the homogeneous 

materials of the component is below the limit specified in GB/T 26572.

2. The environmental data for reference are tested in the normal use and storage 

environment of this product requirements, such as humidity and temperature, etc.

Note
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